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Special hazard fire detection systems
DS 8476K-1209

PM-3
Pipe strap

CC-2
Cable tray clip

PWSC
Splicing connector

BC-2
Beam clamp

OHS-SS
Stainless steel line clip

WAW Clip

PFL
Flexible lead

HPC-2
Cable tray clip

TYPE EPC – VINYL JACKET

PHSC-155-EPC 155° (68°C)
Max. Recommended Ambient Temp 100° F (38°C)

PHSC-190-EPC 190° (88°C)
Max. Recommended Ambient Temp 150° F (66°C)

PHSC-220-EPC 220° (105°C)
Max. Recommended Ambient Temp 175° F (79°C)

PHSC-280-EPC 280° (138°C)
Max. Recommended Ambient Temp 200° F (93°C)

PHSC-356-EPC 356° (180°C)
Max. Recommended Ambient Temp 221° F (105°C)

TYPE XCR
FLUOROPOLYMER JACKET

PHSC-155-XCR 155° (68°C)
Max. Recommended Ambient Temp 100°F (38°C)

PHSC-190-XCR 190° (88°C)
Max. Recommended Ambient Temp 150°F (66°C)

PHSC-220-XCR 220° (105°C)
Max. Recommended Ambient Temp 175°F (79°C)

PHSC-280-XCR 280° (138°C)
Max. Recommended Ambient Temp 200°F (93°C)

PHSC-356-XCR 356° (180°C)
Max. Recommended Ambient Temp 250°F (121°C)

TRI-WIRE™DUAL TEMPERATURE
VINYL JACKET

PHSC-6893-TRI 155°/200° (68°/93°C)
Max. Recommended Ambient Temp 100° F (38°C)

TYPE EPR –
POLYPROPYLENE ELASTOMER JACKET

PHSC-155-EPR 155° (68°C)
Max. Recommended Ambient Temp 100° F (38°C)

PHSC-190-EPR 190° (88°C)
Max. Recommended Ambient Temp 150° F (66°C)

PHSC-280-EPR 280° (138°C)
Max. Recommended Ambient Temp 200° F (93°C)

PHSC-356-EPR 356° (180°C)
Max. Recommended Ambient Temp 250° F (121°C)

TYPE XLT – PROPRIETARY
POLYMER JACKET

PHSC-135-XLT 135° (57°C)
Max. Recommended Ambient Temp 100° F (38°C)


